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QA-343-2 Knife Valves - typ ERU



Knife valves - type ERU
Workmanship:

Materials:

Applying:

- face to face dimension 558-1, K1 row,

- for the building  between flanges  and as end-ofline valve
of the pipeline without counter flanges,  for the pressure to 10 bar,

- solving with the full collar,

- free location in the installation,

- tight in both directions of the flow,

- high standard of the rustproof preservation:
layer of epoxy EKB material
with the standard of the 200mm coating

- parts of the body of the modified GG-25 cast iron

- the record of the bolt, the body and parts of connections of the stainless steel

- screws of galvanized steel inclusive with the organic hiding coating

- brass nut of the body

- sealing from the elastomer with set leading PTFE tapes - bronze.

-
raw sewers, raw deposit,
deposit przefermentowany,
sewage, the adjustment of the amount
of deposit  return.

-
steel, mining
waters p‡uczne, mixtures
waters with coal, coal dust, and the like

Sewage treatment plants:

Power stations, the industry

- Sugar industry:

- Chemical industry:

devices for lapping beetroots at,
syrups, juices, and the like

viscose pastes, koloidy,
pellets, expanding materials,
chemically polluted
sewers.

-

washing and rinsing devices,
transporting devices
the cereal crop, vegetables, mashes,
and the like

Food industry,
breweries:

Dimension
DN

50 - 300

Pressure
nominal

PN

10

Test pressure
waters in bars for

of body

15

Test pressure
waters in bars for

locks

10

The highest acceptable pressure
working in bars in the temperature

of working 70°C

10

Range of application:

Flange DN   50 - 150: measurement of the flanged connection DIN 2533 (PN 16)
Flange DN 200 - 300: measurement of the flanged connection DIN 2532 (PN 10)
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Modu³owy system dla zasuw no¿owych ERU umo¿liwia dalsze warianty instalacyjne:

- z wbudowanymi elektrycznymi
ogranicznikami do pokazywania
po³o¿eñ krañcowych

- z przes³onami regulacyjnymi
3-k¹tn¹ i 5-k¹tn¹ w celu regulacji,

- z napêdem pneumatycznym
i z wbudowanym zaworem steruj¹cym,

- z napêdem pneumatycznym
i z wbudowanym regulatorem
po³o¿enia

- z urz¹dzeniem zbieraj¹cym
dla czyszczenia p³yty zasuwy,

- zasuwê mo¿na przerobiæ
na wszystkie warianty napêdu
bez odkrêcania przewodów
rurowych,

- mo¿liwoœci przed³u¿enia napêdu:
a) z przed³u¿onym trzpieniem

niewznosz¹cym
b) z przed³u¿onym trzpieniem

posuwisto-zwrotnym
(dla zaworów zatopionych)

- akcesoria:
a) wspornik,
b) uchwyt œcienny,
c) kolumienki,
d) kolumienka wspornikowa,
e) przed³u¿enia napêdów.

UWAGA:
Wszystkie zasuwy no¿owe ERU w celu ochrony przed wypadkiem w zakresie podnoszenia p³yty zasuwy
na ¿yczenie odbiorcy mog¹ byæ wyposa¿one w os³ony zabezpieczaj¹ce przed dotkniêciem.

ERU - zasuwa no¿owa
z napêdem pneumatycznym

ERU - zasuwa no¿owa
z napêdem elektrycznym AUMA

ERU - zasuwa no¿owa
z napêdem elektrycznym EMG

ERU - zasuwa no¿owa
z os³on¹ zabezpieczaj¹c¹
(na ¿yczenie)

ERU - zasuwa no¿owa
z kó³kiem rêcznym

ERU - zasuwa no¿owa
z ko³em ³añcuchowym

ERU - zasuwa no¿owa
z dŸwigni¹ rêczn¹

ERU - zasuwa no¿owa
z przed³u¿eniem trzpienia

Zasuwa no¿owa - typ ERU
Stosowane napêdy:
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